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EFFECTIVE DATE NOTE: At 76 FR 15664, Mar.
21, 2011, subpart DDDDD was revised, effec-
tive May 20, 2011. At 76 FR 28662, May 18,
2011, the effective date of the May 20 revision
was delayed until further notice. For the
convenience of the user, the revised text is
set forth as follows:

Subpart DDDDD—National Emission
Standards for Hazardous Air Pol-
lutants for Major Sources: Indus-
trial, Commercial, and Institu-
tional Boilers and Process Heat-
ers

WHAT THIS SUBPART COVERS

§63.7480 What is the purpose of this sub-
part?

This subpart establishes national emission
limitations and work practice standards for
hazardous air pollutants (HAP) emitted from
industrial, commercial, and institutional
boilers and process heaters located at major
sources of HAP. This subpart also establishes
requirements to demonstrate initial and con-
tinuous compliance with the emission limi-
tations and work practice standards.

§63.7485 Am I subject to this subpart?

You are subject to this subpart if you own
or operate an industrial, commercial, or in-
stitutional boiler or process heater as de-
fined in §63.7575 that is located at, or is part
of, a major source of HAP, except as speci-
fied in §63.7491. For purposes of this subpart,
a major source of HAP is as defined in §63.2,
except that for oil and natural gas produc-
tion facilities, a major source of HAP is as
defined in §63.761 (subpart HH of this part,
National Emission Standards for Hazardous
Air Pollutants from Oil and Natural Gas
Production Facilities).

§63.7490 What is the affected source of this
subpart?

(a) This subpart applies to new, recon-
structed, and existing affected sources as de-
scribed in paragraphs (a)(1) and (2) of this
section.

(1) The affected source of this subpart is
the collection at a major source of all exist-
ing industrial, commercial, and institutional
boilers and process heaters within a sub-
category as defined in §63.7575.

(2) The affected source of this subpart is
each new or reconstructed industrial, com-
mercial, or institutional boiler or process
heater, as defined in §63.7575, located at a
major source.

(b) A boiler or process heater is new if you
commence construction of the boiler or proc-
ess heater after June 4, 2010, and you meet

40 CFR Ch. | (7-1-11 Edition)

the applicability criteria at the time you
commence construction.

(c) A boiler or process heater is recon-
structed if you meet the reconstruction cri-
teria as defined in §63.2, you commence re-
construction after June 4, 2010, and you meet
the applicability criteria at the time you
commence reconstruction.

(d) A boiler or process heater is existing if
it is not new or reconstructed.

§63.7491 Are any boilers or process heaters
not subject to this subpart?

The types of boilers and process heaters
listed in paragraphs (a) through (m) of this
section are not subject to this subpart.

(a) An electric utility steam generating
unit.

(b) A recovery boiler or furnace covered by
subpart MM of this part.

(c) A boiler or process heater that is used
specifically for research and development.
This does not include units that provide heat
or steam to a process at a research and de-
velopment facility.

(d) A hot water heater as defined in this
subpart.

(e) A refining kettle covered by subpart X
of this part.

(f) An ethylene cracking furnace covered
by subpart YY of this part.

(g) Blast furnace stoves as described in
EPA-453/R-01-005 (incorporated by reference,
see §63.14).

(h) Any boiler or process heater that is
part of the affected source subject to another
subpart of this part (i.e., another National
Emission Standards for Hazardous Air Pol-
lutants in 40 CFR part 63).

(i) Any boiler or process heater that is used
as a control device to comply with another
subpart of this part, provided that at least 50
percent of the heat input to the boiler is pro-
vided by the gas stream that is regulated
under another subpart.

(j) Temporary boilers as defined in this
subpart.

(k) Blast furnace gas fuel-fired boilers and
process heaters as defined in this subpart.

(1) Any boiler specifically listed as an af-
fected source in any standard(s) established
under section 129 of the Clean Air Act.

(m) A boiler required to have a permit
under section 3005 of the Solid Waste Dis-
posal Act or covered by subpart EEE of this
part (e.g., hazardous waste boilers).

§63.7495 When do I have to comply with
this subpart?

(a) If you have a new or reconstructed boil-
er or process heater, you must comply with
this subpart by May 20, 2011 or upon startup
of your boiler or process heater, whichever is
later.

(b) If you have an existing boiler or process
heater, you must comply with this subpart
no later than March 21, 2014.
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(c) If you have an area source that in-
creases its emissions or its potential to emit
such that it becomes a major source of HAP,
paragraphs (c)(1) and (2) of this section apply
to you.

(1) Any new or reconstructed boiler or
process heater at the existing source must be
in compliance with this subpart upon start-
up.

(2) Any existing boiler or process heater at
the existing source must be in compliance
with this subpart within 3 years after the
source becomes a major source.

(d) You must meet the notification re-
quirements in §63.7545 according to the
schedule in §63.7545 and in subpart A of this
part. Some of the notifications must be sub-
mitted before you are required to comply
with the emission limits and work practice
standards in this subpart.

(e) If you own or operate an industrial,
commercial, or institutional boiler or proc-
ess heater and would be subject to this sub-
part except for the exemption in §63.7491(1)
for commercial and industrial solid waste in-
cineration units covered by part 60, subpart
CCCC or subpart DDDD, and you cease com-
busting solid waste, you must be in compli-
ance with this subpart on the effective date
of the switch from waste to fuel.

EMISSION LIMITATIONS AND WORK PRACTICE
STANDARDS

§63.7499 What are the subcategories of boil-
ers and process heaters?

The subcategories of boilers and process
heaters, as defined in §63.7575 are:

(a) Pulverized coal/solid fossil fuel units.

(b) Stokers designed to burn coal/solid fos-
sil fuel.

(c) Fluidized bed units designed to burn
coal/solid fossil fuel.

(d) Stokers designed to burn biomass/bio-
based solid.

(e) Fluidized bed units designed to burn
biomass/bio-based solid.

(f) Suspension burners/Dutch Ovens de-
signed to burn biomass/bio-based solid.

(g) Fuel Cells designed to burn biomass/
bio-based solid.

(h) Hybrid suspension/grate burners de-
signed to burn biomass/bio-based solid.

(i) Units designed to burn solid fuel.

(j) Units designed to burn liquid fuel.

(k) Units designed to burn liquid fuel in
non-continental States or territories.

(1) Units designed to burn natural gas, re-
finery gas or other gas 1 fuels.

(m) Units designed to burn gas 2 (other)
gases.

(n) Metal process furnaces.

(0) Limited-use boilers and process heat-
ers.
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§63.7500 What emission limitations, work
practice standards, and operating limits
must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) through (3) of this section,
except as provided in paragraphs (b) and (c)
of this section. You must meet these require-
ments at all times.

(1) You must meet each emission limit and
work practice standard in Tables 1 through
3, and 12 to this subpart that applies to your
boiler or process heater, for each boiler or
process heater at your source, except as pro-
vided under §63.75622. If your affected source
is a new or reconstructed affected source
that commenced construction or reconstruc-
tion after June 4, 2010, and before May 20,
2011, you may comply with the emission lim-
its in Table 1 or 12 to this subpart until
March 21, 2014. On and after March 21, 2014,
you must comply with the emission limits in
Table 1 to this subpart.

(2) You must meet each operating limit in
Table 4 to this subpart that applies to your
boiler or process heater. If you use a control
device or combination of control devices not
covered in Table 4 to this subpart, or you
wish to establish and monitor an alternative
operating limit and alternative monitoring
parameters, you must apply to the EPA Ad-
ministrator for approval of alternative moni-
toring under §63.8(f).

(3) At all times, you must operate and
maintain any affected source, including as-
sociated air pollution control equipment and
monitoring equipment, in a manner con-
sistent with safety and good air pollution
control practices for minimizing emissions.
Determination of whether such operation
and maintenance procedures are being used
will be based on information available to the
Administrator that may include, but is not
limited to, monitoring results, review of op-
eration and maintenance procedures, review
of operation and maintenance records, and
inspection of the source.

(b) As provided in §63.6(g), EPA may ap-
prove use of an alternative to the work prac-
tice standards in this section.

(c) Limited-use boilers and process heaters
must complete a biennial tune-up as speci-
fied in §63.7540. They are not subject to the
emission limits in Tables 1 and 2 to this sub-
part, the annual tune-up requirement in
Table 3 to this subpart, or the operating lim-
its in Table 4 to this subpart. Major sources
that have limited-use boilers and process
heaters must complete an energy assessment
as specified in Table 3 to this subpart if the
source has other existing boilers subject to
this subpart that are not limited-use boilers.

§63.7501 How can I assert an affirmative de-
fense if I exceed an emission limitations
during a malfunction?

In response to an action to enforce the
emission limitations and operating limits
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